
(Dimensions in mm)

	Chain No.
	Pitch
	Roller Dia.
	Inner Link's Inner Width
	Pin Dia.
	Pin Link Plate Thickness
	Inner Link Plate Thickness
	Pin Length
	Avg. Tensile Strength.
	Weight

	
	P
	R
	W
	D
	T1
	T2
	L
	kgf
	kg/m

	415
	12.70
	7.77
	4.80
	3.97
	1.45
	1.45
	14.50
	1,800
	0.52

	420
	12.70
	7.77
	6.35
	3.97
	1.50
	1.50
	15.80
	1,900
	0.59

	425
	12.70
	7.92
	7.94
	3.97
	1.50
	1.50
	18.20
	1,900
	0.64

	428
	12.70
	8.50
	7.94
	4.45
	1.50
	1.50
	18.10
	1,900
	0.75

	428H
	12.70
	8.50
	7.94
	4.45
	2.00
	2.00
	20.00
	2,400
	0.81

	520QR
	15.875
	10.16
	6.35
	5.09
	2.00
	2.00
	20.90
	3,200
	0.95

	525QR
	15.875
	10.16
	7.94
	5.09
	2.00
	2.00
	20.90
	3,200
	0.99

	530QR
	15.875
	10.16
	9.53
	5.09
	2.00
	2.00
	22.80
	3,200
	1.04

	630QR
	19.05
	11.91
	9.53
	5.96
	2.40
	2.40
	24.80
	4,500
	1.39

	520QR Pro-Gold
	15.875
	10.16
	6.35
	5.09
	2.00
	2.00
	20.90
	3,200
	0.95

	530QR Pro-Gold
	15.875
	10.16
	9.53
	5.09
	2.00
	2.00
	22.80
	3,200
	1.04

	530HQR
	15.875
	10.16
	9.53
	5.40
	2.40
	2.40
	23.90
	4,820
	1.41

	520XQR
	15.875
	10.16
	6.35
	5.09
	2.00
	2.00
	20.10
	3,200
	0.95

	420HSL
	12.70
	7.77
	6.35
	3.97
	1.50
	2.00
	18.20
	1,850
	0.64

	428HSL
	12.70
	8.51
	7.94
	4.45
	1.50
	2.00
	19.60
	1,700
	0.72

	520HSL
	15.875
	10.16
	6.35
	5.09
	2.00
	2.80
	21.60
	3,200
	1.05

	525HSL
	15.875
	10.16
	7.94
	5.09
	2.00
	2.80
	23.15
	3,200
	1.10

	530HSL
	15.875
	10.16
	9.53
	5.09
	2.00
	2.80
	24.70
	3,200
	1.14

	630HSL
	19.05
	11.91
	9.53
	5.96
	2.40
	3.50
	27.30
	4,550
	1.58


